
Pluto-L / LGT.110.100

Order Code /  Led Type System Power  mA No. of Leds  Lumen Tc=60°  Kelvin / Color

LGT.110.100.10 Power Led 36W 600mA 18 4165 2700K

LGT.110.100.11 Power Led 36W 600mA 18 4250 3000K

LGT.110.100.12 Power Led 36W 600mA 18 4335 3500K

LGT.110.100.13 Power Led 36W 600mA 18 4425 4000K

LGT.110.100.14 Power Led 36W 600mA 18 4555 6000K

LGT.110.100.15 Power Led 28W 600mA 18 1890 Red

LGT.110.100.16 Power Led 41W 600mA 18 2385 Green

LGT.110.100.17 Power Led 37W 600mA 18 1080 Blue

LGT.110.100.18 Power Led 28W 600mA 18 1110 Amber
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Product Data Sheet Floodlights

Pluto-L

kg
3.3

0°90°

Dimensions

Light Distribution

18˚/ 25˚/ 45˚

- Pluto �oodlight range o�ers advanced
thecnical solution and unique design.
Connecting cable and safety plug for portable
installation. The used Led technique o�ers
durability and optimal light output with low
power consumption.
- Pluto range designed with optics that
guarantee maximum light control. Symmetric
narrow beam distribution from high intensity
spot illumination to wide beam distribution
o�ers �exibility.
- The body is protected by a special
antioxidizing treatment for a higher resistance
against aggressive agents. Salt spray test
being applied to ensure stability of finishing.
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